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Dear TUFF Customer,  
 

THANKS FOR CHOOSING TO BE TUFF!!!!!!!!!  
 

I can assure you that every TUFF product is built to the hi ghest standard, with 
the safety of you and your family being our ut most priority. Every day, all across 
Australia, our bullbars protect people and vehicles from animal strikes and other 
accidents that occur - after all that is the purpose of a bullbar. Once  we have 
designed a go od strong bullbar, we then en sure that it looks great whilst still 
performin g its primary protective duty . Care is taken to  make sure that our 
bullbars comply with all regulations, thus ensuring that they are:  
 

1. Air Bag Compatible,  
2. ADR Compliant,  
3. New Car Warranty compatible  

 

All of this effort in design and compliance is to give you  complete peace of mind, 
knowing that your investment is the best on the market and can be  totally  relied 
on. To further assure you, I personally guarantee all TUFF products with our 
exclusive lifetime warranty - all you have to do is ensure that the product is 
properly fitted and maintained.  
 

I hope that you enjoy your new TUFF product, and look forwar d to seeing you 
and your friends in the future - after all the finest compliment my team can 
receive is a referral from our customers and friends.  
 

Have a great day!!  

 
Anton Griffiths  
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MITSUBISHI PAJERO ς BULLBAR BOLT & BRACKET KIT 
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2 50mm x 12mm bolts  

2 12mm Nylock Nuts  

4 12mm x 170mm threaded rod 

8 12mm spring washers 

12 12mm flat washers 

2 30mm x 10mm bolts 

12 10mm Flat washers 

6 10mm Nylock Nuts 

2 50 x 50 Square washers 

1 2.5m bumper rubber (large) 

8 12mm normal nuts 

4 50 x 10mm bolts 

2 3/16ôô bolts & nuts 

2 Bullbar Brackets  

2 Indicators (brytec) 

2 Indicator leads 

6 Wire tap connectors 

2 7ôô Rubbers 
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*** REMOVE GRILL BY TAKING OF THE 4 CLIPS ACROSS THE TOP OF GRILL AND RELEASE THE 4 CLIPS 

ON THE BOTTOM OF THE GRIL. THEN REMOVE THE 3 CLIPS FROM THE TOP OF THE BUMPER UNDER 

WHERE THE GRILL WAS. REMOVE 2 BOLTS EACH SIDE OF THE INSIDE OF THE INNER GUARD. REMOVE 

ALL 10mm HEAD BOLTS ACROSS THE BOTTOM OF THE BUMPER, REMOVE BUMPER, LEAVING A BARE 

CHASSIS ***  

 

 

  

Remove bumper 

Support  

Remove bumper 

Support  
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Place Brackets on the inside of 

chassis and mark holes  

 

 

 

 

 

 

 

 

 

 

Drill Holes 
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10 X 90 NUTS & BOLTS 

SQUARE WASHER ON INSIDE 

OF CHASSIS 

 

12 X 40 FINE THREAD BOLTS 
 

Bolt Brackets to Chassis using 

threaded rod 12mm nuts, spring and 

flat washers supplied  

 

 

 

 

Bolt bottom bracket with 50 x12mm 

bolts and nylock nuts using 50 x 50 

square washer  on outside of toe 

point 

 

 

Brackets attached on vehicle  



FITTING INSTRUCTIONS FOR MITSUBISHI PAJERO BULLBAR  

Page | 6 
 

 

  

 

 

 

 

 

 

 

 

 

 

             

             

             

             

             

     

 

 

 

  

 

   

 

CUTTING THE BUMPER 

THE TOP HALF OF YOUR ORIGINAL BUMPER HAS TO BE CUT & RE-FITTED 

TO THE VEHICLE 

THERE WILL BE A GAP BETWEEN THE BULLBAR & THE BUMPER 

WE DO THIS BY MEASURING SIX MEASUREMENTS FROM BULLBAR TO 

VEHICLE BODY POSITIONS ς THREE EACH SIDE 

 

 

 

CONNECT TUFF WIRING KIT INTO 

WIRING HARNESS USING WIRE 

TAPS OR SOLDER. 

WIRING ς GO UNDER & BEHIND 

HEADLIGHTS 

YELLOW ς INDICATOR             

WHITE - EARTH                           

BLACK ς PARK 

Disconnect park and indicator 

wiring from back of head light, 

colour wired is power for both 

indicator and park black is earth 
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 FIRST MEASURING POINT 

MEASURE THE DISTANCE 

BETWEEN THE END OF THE 

BULLBAR & THE END OF THE 

WHEEL ARCH 

 

 SECOND MEASUREMENT POINT 

MEASURE THE DISTANCE 

BETWEEN JUST UNDER THE 

OUTSIDE OF THE HEADLIGHT TO 

BULLBAR  

(AS SHOWN IN PICTURE) 

  

 THIRD MEASUREMENT POINT 

MEASURE THE DISTANCE 

BETWEEN JUST UNDER THE 

INSIDE OF THE HEADLIGHT TO 

THE BULLBAR  

(AS SHOWN IN PICTURE) 

  


