TUFF BULLBARS AUSTRALIA,
5-7 Holt Drive, (P.O. Box 1977)

Ph:1300 BE TUFF(1300 23 88 33)
Fax: 07 4633 1236

Torrington, sales@tuffbullbars.com.au
Toowoomba, admin@tuffbullbars.com.au
Queensland 4350, feedback@tuffbullbars.com.au
AUSTRALIA www.tuffbullbars.com.au

NISSANATHFINDER REBOL & BRACKHEAIT

12mm flat washers

50mm x 10mm bolts

12mm x 40mm x 1.2%ne thread bolts
12mm spring washers

Tech screws

Y4 x 1 %2 mudguard washers
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10mm Nylock Nuts

10mm Flat washers
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40mm x 10mm botls

Inner guard brackets

3/160606 bolts & nu
Bullbar Brackets

Indicators (brytec)

Indicatorleads

Wire tap connectors
700 Rubbers
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FITTING INSTRUCTIONSNHGBAN PATHFINDER BULLBAR

*** REMOVE GRILL BY TAKING OF THE 4 CLIPS ACROSS THE TOP OF GRILL AND RELEASE THE 4 CLIF
ON THE BOTTOM OF THE GRIL. THEN REMOVE THE 3 CLIPS FROM THE TOP OF THE BUMPER UNIDER
WHERE THE GRILL WAS. REMOVE 2 BOLTS EACH SIDE OF THE INSNEROFUAHD. REMOVE
ALL 10mm HEAD BOLTS ACROSS THE BOTTONMBOMPHRREMOVE BUMPER, LEAVING A BARE
CHASSIS*

Remove Girill

Remove Bumper
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FITTING INSTRUCTIONSNHGBAN PATHFINDER BULLBAR

Removal of bumper

REMOVE CRASH BOX
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FITTING INSTRUCTIONSNHGBAN PATHFINDER BULLBAR

REMOVE TAEOINT FROM
PASSANGER SIDE

Attach brackets to Chassis

Using your six 12 x 40mm fine
threaded bolts, flats and springs
washers

Brackets attached to the front of
vehicle

** without support bar**




FITTING INSTRUCTIONSNHGBAN PATHFINDER BULLBAR

Attach stabiliser bar tinside of
brackets

Teck screw the stone tray to
the stabiliser bar
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FITTING INSTRUCTIONSNHGBAN PATHFINDER BULLBAR

Teck screw both sides of the stone
tray

CONNECT TUF WIRING KIT INTO WIR
HARNESS, USING WIRE TAPS OR SOI

WIRING GO UNDER & BEHIND
HEADLIGHTS

YELLOW = INDICATOR

WHITE = EARTH

BLACK = PARK

Wiring sent in kit colours are as follodie

Yellow t Indicator

White- Earth

Brown t Park ( changed from
Black)
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